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ENTRY & EXIT
STATION E70
E70 terminal featuring concept compact and stylish. New design
entry ticketing terminal was loaded with features and function
which improvising usage of the terminal. E70 station is running
offline mode which enables terminal to run even without internet
connection. Dispensing faster than other terminal, drivers don’t
have to wait and queue for long time to entering the car park.
E70 terminal comes with standard variant and advance version .

FACT SHEET PARKING SYSTEM

QR Reader
QR Reader equipped for E70 enables
interfacing with mobiles apps and
other QR function. Response quicker
than other QR Reader in the same
class.

All in 1 Reader
Multi-functional reader. E70 entry &
exit station is using 1 single reader for
MIFARE and Touch n Go system. Also
enables for read debit and credit card.

Bright & Shine
Bright and bold color for easy
visibility. Indicator light at the
side helping notify user terminal
is ready to use or under
maintenance.

Green technology
E70 is using low power
consumption. Energy saving &
Eco friendly. Using concept
Reduce, Reuse & Recycle

.

www.weilongelectronics.com
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** Terms & Condition apply

Pin Hole IP Camera

FACT SHEET PARKING SYSTEM

www.weilongelectronics.com

STANDARD FEATURES

4 x 20 LCD Screen

MIFARE Season
Touch n Go Reader

Ticket Dispenser /
Acceptor

Analog intercom

Indicator Light

Slim & durable body

ADVANCED FEATURES

QR Reader

EMV Contact-less Reader (Visa payWave / MasterCard paypass)

Full Color LCD

IP Intercom
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WHY E70?

 Fast boot up

 Offline/Online (Prepaid, Hourly & Season)

 Data re-post auto upon online

 Up to 3000 transaction data stored during offline

 Smart ticket handling

 If no pick in 10 sec ticket will swallow back

 Attractive and user friendly

 Low maintenance and easy handling

 Low power consumption

 All in 1 system Season, Hourly (Single taping zone)

FACT SHEET PARKING SYSTEM
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FUNCTION SPECIFICATION

 Support Hourly Access, Season Access, Touch n Go in single controller

 Support Barcode, MIFARE protocol

 Support QR function

 Support smart ticket retraction upon timeout, invalid violation detection

 Support vehicle loop detector in single or double channel

 Support online and offline working mode. Standalone working possible

 Ready GPIO &TCPIP Interface with additional equipment **

 Intelligent indication light and traffic light assist to driver

 Support mobile payment. Module ready **

**Terms & Conditions apply



1998-2019 WL All right reserved

FACT SHEET PARKING SYSTEM

TECHNICAL SPECIFICATION

CPU 400MHz Atmel CPU

Memory 1GB DDR2 SDRAM

Storage 2GB NAND Memory

Protection IP53, Weatherproof

Operating Temperature 30oc ~ +70oc

Operating Voltage 220Vx (1+55%) Wide Voltage ,47-67Hz

Communication RS232, TCPIP 10/100M

Display 4X20 Character or 7” TFT LCD Full Color

Intercom Analog or VoIP

Camera Support Pin Hole Camera

Ticket MIFARE or barcode ticket

Ticket dispenser MIFARE ticket dispenser: Speed > 1pcs/s, 500 pcs ticket load

Barcode ticket printer: Speed >1pcs/s , 1D Barcode , 200 DPI, 5000 pcs
ticket load (1 carton)

Ticket acceptor Speed > 1pcs/s

Season card Reader Read/Write, Support MIFARE Card ISO14443 TYPE A & B

TnG Reader Read/Write, Support TnG Compliance Cards

Optional 2D QR Code Scanner

IUC180b bank/credit card reader
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